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Abstracf

The deflecting modes of the 805 MHz side-coupled cavity structure with the
relativistic factor 0.566 are studied. Our main concern is the dispersion properties among
different configurations of side-coupling cells and their interpretations. It is shown that
the ninety degree side-coupling cell configuration, so to speak, the Mickey Mouse
configuration has a merit in reducing the HEM, passband. Another concern is the
magnitude of the transverse coupling impedance around the synchronization condition. It
is shown that the existence of the coupling cell introduces the nonuniformity of the
deflecting mode and gives different impedance relative to the beam axis and that the
coupling impedance at nt/10 exceeds 50 MQ/m if the quality value of the mode is around

12000.

1. Introduction

The so-called /2 mode standing wave structures are frequently used for high
energy proton linear accelerators and electron synchrotron/storage rings. The
extraordinary stability of the resonant field cannot be overvalued.()<2) Among them the
side-coupled cavity structure (SCC)®) was adopted for the 800 MeV proton linear

accelerator in the Los Alamos Meson Physics Facility (LAMPF) and has been in
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operation for more than twenty years. The structure has further been adopted in many
electron accelerators for various application purposes. As the linac upgrade project,
Fermilab is also going to use the structure.

The alternating periodic iris loaded wave guide structure (APS)®) and the disk-
and-washer structure (DAW)5) are other examples of /2 mode standing wave structures.
The former found its way for the TRISTAN main ring in National Laboratory for High
Energy Physics (KEK). The latter has been under development for the 600 MeV proton
linac at the Radiotechnical Institute in the USSR. The structure was also used for the
TRISTAN accumulation ring for a while. The extensive studies of deflecting modes in
the APS and DAW including the dispersion curve and the coupling impedance as well as
the comparison with beam experiments®-(7) have been made in KEK, since the particle to
be accelerated and stored in KEK is electron and positron rather than proton and the
deflecting mode could cause severe beam stability problems.

However, as far as the SCC is concerned, much is not studied excepi the general
consideration of transverse modes by Potter® and the dispersion measurement for the
Los Alamos/NBS racetrack microtron®). Therefore, in this occasion to convert a part of
the 200 MeV Alvarez linac into a 400 MeV SCC linac, we have studied the dispersion
properties and the transverse coupling impedance using a 6-gap aluminum model cavity.

As the Fermilab linac upgrade project to increase the injection energy to the
booster from 200 MeV to 400 MeV, the high energy part of the Alvarez cavities will be
replaced by the side-coupled cavities. The accelerating frequency is 805 MHz, which is
four times that of the existing linac. As the injector for the booster, the required beam
current is 50 mA for the pulse length of 100 ps with the repetition rate 15 Hz. One of the
distinguished features of the new linac is the average axial field around 8 MV/m, which
requires maximum surface field of 37.1 MV/m as compared to the Kilpatrick limit of 26
MV/m. The SCC linac consists of seven modules, each of which is excited by a same
klystron about 9 MW. The module consists of four sections mutvally excited through
bridge couplers. And one section has sixteen gaps, with an identical cell-geometry of the

average energy. Therefore we assume 28 different cavities, each of
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which has a exact periodicity except both end cells,

2. Measurement of Dispersion Curve

For the study of the deflecting modes we used a six-gap aluminum cavity. As is
shown schematically in Fig. 1, the whole structure consists of 7 accelerating cell units
(Fig. 2a) and 5 coupling cell units (Fig. 2b). Both ends of five accelerating cell units
(norma! cell unit) and one end of two remaining units (end-cell units) are machined into
half accelerating cells. Coupling slots are cut on the normal cell units. A coupling cell
unit is connected to a normal cell unit by two tightening belts to have rf coupling between
the neighboring cells as shown in Fig. 2¢. The stack of the whole units makes a cavity
with six accelerating and five coupling cells. Among them only one end-cell has a tuning
mechanism, i.e. the protrusion of the nose cone is variable. We denote the cell as No. 1,
and affix the order sequentially. Fig. 3 shows the dimension of the half accelerating cell
that corresponds to the relativistic factor 0.566 or 200 MeV.

To measure the azimuthal symmetry, holes 1.5625 mm in diameter are drilled on
the side wall of each accelerating cell in every 15 degrees. They are offset by 12.7 mm
from the middle plane of the cell. Twelve holes of the same size are drilled in every 30
degrees parallel to the axis on both end cells. Probes made of semirigid coaxial cable
(UT-141) are inserted through these holes to pick up the electric or magnetic field. We
tuned the 6-gap cavity so that the field distribution of the accelerating mode becomes as
flat as possible (Fig. 4). Thereafter we measured the resonant frequency of each cell by
using shortening rods for accelerating cells and shortening plungers for coupling cells.
The results are shown in Table 1. The frequency of No. 1 cell was about 0.3 % lower
than the average frequency of the other five cells, meanwhile the difference between the
five cells was less than 0.035 %.

For the given dimension, we computed parasitic modes by the aid of URMEL{13)
for a single cell. Some of lower resonances are shown in Table 2. The modes are

assigned according to the analogous field of a cylindrical cavity, but * indicates that the
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field distribution drawn by URMEL differs so much from that of the cylindrical cavity.

The modes with a half-period variation of E or H in neighbouring accelerating cells are
denoted as having n/2 phase shift per cell.

Referring to the calculation, and the azimuthal, axial and transverse variation of
the field we assigned 11 modes among 27 resonances below 3 GHz for a single cell
configuration. Then we increased to two cells, three cells, four cells and then six cells.
The phase difference between two points is kno&n easily by the aid of a network
analyzer, We feed rf signal to a fixed reference position and measure Sz; at the two
points using same cables and probes. The phase difference between the pickup signals
gives the phase difference between the two points. Table 3 shows the case of HEM,
passband of the staggered configuration (described below). In this case the electrically
coupling feeder is connected to the end plate, and the signal is picked up from the side
wall at the same azimuth of each cell. ¢ denotes the phase relative to the feeder. A¢is the
phase difference between the neighboring cells. 1t is either 0 or &, so that the mode with
resonant frequency 1.447 GHz can be assigned as 1/10 nt mode and that with 1.366 GHz
can be assigned 1/2 m mode.

In the case of TMj;-like modes, there are two polarizations relative to the coupling
cell as shown in Fig. 5. For convenience sake, we denote the mode with the central part
of the magnetic field directed to the coupling cell by H, and that with the central part of
the magnetic field perpendicular to the direction of the coupling cell by Hy. 1t can be
expected that the coupling between the accelerating and coupling cell for H 1 is weaker
than that for Hy. As will be shown in the dispersion curve Hj has a wide passband, but
the resonances for H, are so weakly excited that drawing of the dispersion curve is
almost impossible. In the case of TEz;-like modes, E1 denotes the mode where the
electric field terminates to the coupling cell, and the other distribution is denoted by E,
(Fig. 6).

We measured the dispersion for three different configurations of side-coupling
cells. The first is the staggered configuration where the neighboring coupling cells are

located to opposite side relative to the beam axis (Fig. 7a). The second is the aligned



configuration where all the coupling cells are aligned to one azimuthal position (Fig. 7b).
The third is the Mickey Mouse configuration where the neighboring coupling cells are
located by 90° relative to beam axis (Fig. 7c). We did not measure the spiral
configuration like Fig. 7d, as it looks unpractical or too complicated to install on a
support guarder. Figs. 8a, 8b and 8c show the dispersion curve corresponding to the
configurations of Fig. 7a, 7b and 7c, respectively., The field distribution of many of the
modes are so distorted from that of a cylindrical cavity that the passbands are preferably
to be denoted as HEM ones. Therefore, the notation in Fig. 8 is attached to a single
resonance on the edge of the passband and is intended to indicate the corresponding
cylindrical cavity modes.

For all three configurations, the TMy accelerating passband is almost unchanged.
The bandwidth is 43.443 MHz, 41.348 MHz and 43.782 MHz, respectively. In the
meantime, HEM, passbands are very different from each other. For the staggered
configuration HEM, passband has two branches and it looks as if the two branches are
made confluent at O phase shift. If we extend the concept of the confluence at T mode
there should be two different boundary conditions for a single cell, and with the same
resonant frequency at 0 phase shift. Fig. 12 suggests that the lower HEM;-n/2 mode is
derived from TMy, of a cylindrical cavity. The azimuthal dependence of the 1.674 GHz
mode is more or less ambiguous. It rather looks like I = 0, but Fig. 13 suggests that it
resembles something like TE ) mode at end cells. Therefore the two branches of the
staggered configuration look to be related with the confluence of TM;; and TE;,
passbands. However, the frequency of TE}y; is never higher than that of TMy;; mode for
a fixed D/L ratio of the cylindrical cavity. For the case of the aligned configuration, the
HEM; passband is much wider than that of the staggered configuration. It ranges from
1.404 to 1.772 GHz and consists of three branches. On the other hand, in the case of the
Mickey Mouse configuration, the HEM; modes are very weakly excited. In other words,
two different orientations of the coupling cells isolate the two polarizations and confine
the excitation of deflecting modes only into two accelerating and one coupling cells and

suppress the propagation. The HEM; passband looks to be separated into three narrow
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bands 1.400 ~ 1.410 GHz, 1.477 ~ 1.480 GHz and 1.630 ~ 1.638 GHz. The bandwidth
is almost 7 % of the staggered configuration. Thus Mickey Mouse configuration has a

merit over two others from the dispersion point of view.
3. Transverse Coupling Impedance

We define the transverse coupling impedance of a cavity structure by the

following formula.
Qa I"’ﬂ |2/€(°ak _ R, w,/0

Ziw) = =
£O) 1 +jQu(0/0; — w/) 1+ jQ,(0/0, — w,/w)

. )

where Q, and w, represent the quality value and the angular frequency of a resonant mode
a, k = w/vand

v} = [grad By eikzdz | (2)
v, is related to the transverse field by

V.

R = Vi ’ (3)
where
. k .
v. = jIEpyeikedz - 2 [ Hy ei2dz . (4)
Equation (1) is derived from the usual definition of the ransverse coupling impedance

. JUE+vx Bl %2 dz
Zo= fm— , ®

after some manipulation based upon the normal modes expansion(19.(11),

In order to pick up the field component, we use the perturbation due to an
ellipsoidal object formulated by Maier and Slater(12). In the case of a needle, the
frequency shift Af is given by

Af 3 4n
A -—3—a3 (—E(zm F, (ﬂ)-EtZ)LFG(“)

1 i
+5Hos F3 () +5HyF ) (©6)

and in the case of a disk, it is given by
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where a is the semi-major axis and n is the ratio of the minor axis to major axis. + and /
denote that the field is vertical and parallel to the major axis, respectively. The suffix 0
denotes the unperturbed quantity. The detailed expressions of Fi(n) should be referred to
Ref. (12). They reflect a physical meaning that a needle is most sensitive to the electric
field paraliel to the major axis, and that a disk is sensitive to the electric field paralle! to the

major axis and to the magnetic field perpendicular to the major axis.
4. Measurement of the Coupling Impedance

The needles or disks used to measure the transverse coupling impedance were
made by a numerically controlled lathing machine. The tolerance of the machining is
0.198 mm. As we have not calibrated them in a standard field and we measured the
frequency shift manually, which inevitably accompanied the drift caused by many
reasons, we limit ourselves to a qualitative discussion here. We report only the staggered
coupling cell configuration, which will be adopted in Fermilab upgrade linac. We
measured the transverse coupling impedance near the synchronization condition, i.e., the
crosspoint of dispersion curve with f = 2fp/n-¢ line.

Fig. 9 shows the perturbed frequency of HEM -0 mode due to a needie with the
semi-major axis 6.35 mm and the minor axis 1.59 mm. The perturber is displaced 10
mm above or below the center axis. (We have three coupling cells on one side and two
coupling cells on the other side. We denote here "above" for three cell side and "below"
for the two cell side.) The data shows that the field above the axis is magnetic and that
below the axis is electric in No. 1, 3 and 6 cells and is reversed in No. 2, 4 and 5 cells.
This fact results in different transverse coupling impedance, or the different effect to the
beam depending upon the path above or below the axis. The measured values are as

follows:



RQ = 165 Q/m above the axis
= 550 ¥m below the axis.
Using an ellipsoidal disk with 6.35 mm in major axis and 1.59 mm in minor axis, we
measured the magnetic field on the axis denoted by dotted line in Fig. 9b. This gives

R/Q = 660 Q/m,
which should coincide with the value calculated by a needle measurement if the field is
not asymmetric.

For the HEM; - nt/10 mode (1.447 GHz), the needle measurement shows the field
above the axis is different from that below the axis (Fig. 10) as the case of HEM;-0
mode. However, the numerical value of the transverse coupling impedance is not so
different.

RAQ 420 $¥Ym above the axis

= 423 /m below the axis.
Meanwhile, the disk-perturbed data gives

RQ = 366 Q/m on the axis.

For the HEM,;-n/10 mode (1.525 GHz), the longitudinal electric field below the
axis is stronger than that above the axis in No. 2 and 5 cells (Fig. 11a). The value of the
transverse coupling impedance is

RAQ 3.84 kf¥m  above the axis

4.99 kQ/m below the axis,

n

by the needle measurement, and
RQ = 358 Ym
by the disk measurement.
The impedance of HEM;-n/2 mode (1.366 GHz, Fig. 12) is measured by the disk
to give
RQ = 954 Q/m on the axis
and that of HEM;-1/2 mode (1.674 GHz, Fig. 13) is
RQ = 304 {m on the axis.



5. Conclusion

The deflecting modes of the SCC were studied by aluminum models, which
corresponds to the energy of 200 MeV for Fermilab linac upgrade.

The dispersion properties of the three different coupling-cell configuration were
measured. The HEM, passband has two polarizations H j and H relative to the coupling
cell, and it couples weaker to H ) than Hy. Therefore, if we change the direction of the
coupling cells by 90° aliernately, we can reduce the HEM, coupling throughout the cavity
and also make the passband narrow.

For the staggered configuration, the HEM, passband is made confluent at O-phase
shift, and for the aligned configuration it is made confluent at 0 and ®/2 phase shift.

The measurement of the transverse coupling impedance near the synchronization
condition shows that the value above and below the axis is very different for some phase
points. This could make the real assessment of the deflection complicate. The
resonances at 71/10 (1.525 GHz) has an order of magnitude higher value than that of nt/10
(1.447 GHz), but this would not be fatal for a proton accelerator. However, the real

effect of the upper passband must be measured around #/12 and n/8 for the actual cavity.
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Table1  Acceleration frequency of individual cell

Cell Number Frequency of Individual Cell
(MHz)
1 804.4373
2 807.1998
3 806.9123
4 807.2745
5 807.2868
6 806.3623




Table2  Some fundamental resonances of an accelerating cell

Boundary Frequency  (R/Q)/(krp)d Q R Mode

Condition (MHz) (Q) (MQ/m)
0-EE 800.85 TMo1o
1-EE 1484.92 16.763 29391 15.332 TMo
0-EE 1806.08 TMoo
2-EE 1939.58 0.360 TMz10
1-ME 1972.17 1.803 25893 1.930 TEy,
2-ME 2155.87 0.116 TEy,
1-ME 2499.03 0.877 33488 1.538 T™in*
1-EE 2523.66 2.245 36505 4.335 TM20
1-ME 2742.47 1.232 *



Table 3  Phase shift between accelerating cells

Frc%mncy Phase Cell Mode

(GHz) (Deg) 2 3 4 5 6

1.3662 o 446 1703 0 1645 -41.8 %%
At 2056 2149 -170.3 164.5 -206.3

1.3773 o 1269 -55.4 1227 159.6 -54.1 115.3 %%
Ao 1823  178.1 369 -2137 169.4

1.3955 o 1513 -155.1 172 17.4  -1597 %g
Ad 1666 3.8 1723 02  -177.1

1.4188 o 1545 150.6 1637 -62.3 -37.7 %g
Ad 189 39 131 226 24.6

1.4473 ¢ 946 -1007 76.1 744  80.0 %%
Ad 57 -61 1768 -17 5.6

1.4588 R 21208 -127.9 1260 -131.6 -124.1 | 0
Ad 57 71 19 56 1.5

1 =n

1.525 ¢ 23 135 0 0O 1570 | < 2
Ao 8.6 -112 135 0 157

1.5596 N 1447 -144.6 340 333 -144.7 %%f
Ad 22 01 1786 07 -178

1.596 o 1339 -47.0 1287 1289 -43.7 %%‘-
Ad 59 -1809 1757 02 -172.6

1.6336 N 1674 -176.6 9.7 -1675 10.1 %%
Ab 1758 92 1863 -177.2 1716

16730 * | ¢ 1450 303 -1323 293 314 350 g-g
Ao 1753 -162.6 161.6 2.1 3.6

16937 * | 4 500 1248 -593 1273 134.8 ‘;—‘12‘-
At 1855 1748 -184.1 186.6 7.5

* looks likel =10
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Fig. 1  Six gap aluminum model cavity.



Fig. 2a,band ¢ Accelerating, coupling and assembled cell unit (1-b).
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Fig. 3

Dimension of the half accelerating cell.
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